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MODELS

PROJECT INFORMATION

Job Name: 

Location:

Engineer:

Contractor:

P.O. Number:

Representative:

SUBMITTAL SHEET

PEX-A x PEX-A x PEX-A
PPSU Tee

Size Inside Dia.
(A)

Upper Barb 
Dia.(B)

Lower Barb 
Dia. (C)

End Length 
(D)

1/2” 0.378” min 0.618” min
0.61” max

0.579” min
0.571” max

0.689” min
0.729” max

3/4” 0.595” min 0.874” min
0.866” max

0.795” min
0.787” max

0.925” min
0.965” max

1” 0.795” min 1.11” min
1.102” max

1.032” min
1.024” max

1.161” min
1.201” max

1-1/4” 0.970” min 1.362” max
1.352” min

1.276” max
1.266” min

1.425” min
1.485” max

1-1/2” 1.084” min 1.494” max
1.486” min

1.382” max
1.374” min

1.684” min
1.744” max

2” 1.484” min 2.079” max
2.071” min

1.958” max
1.950” min

2.127” min
2.187” max

Model ID Size

S3313434PPTEE-PEXA .3526267 1” x 3/4” x 3/4”

S331112PPTEE-PEXA .3526268 1” x 1” x 1/2”

S3312PPTEE-PEXA .3517563 1/2” x 1/2” x 1/2”

S33121234PPTEE-PEXA .3517566 1/2” x 1/2” x 3/4”

S33341212PPTEE-PEXA .3517570 3/4” x 1/2” x 1/2”

S33341234PPTEE-PEXA .3517573 3/4” x 1/2” x 3/4”

S33343412PPTEE-PEXA .3517577 3/4” x 3/4” x 1/2”

S3334PPTEE-PEXA .3517578 3/4” x 3/4” x 3/4”

S331134PPTEE-PEXA .3517581 1” x 1” x 3/4”

S331PPTEE-PEXA .3517582 1” x 1” x 1”

S3311411412PPTEE-PEXA .3532867 1-1/4” x 1-1/4” x 1/2” 

S3311411434PPTEE-PEXA .3532868 1-1/4” x 1-1/4” x 3/4”

S331141141PPTEE-PEXA .3532869 1-1/4" x 1-1/4" x 1" 

S33114PPTEE-PEXA .3532870 1-1/4” x 1-1/4” x 1-1/4” 

S3311211212PPTEE-PEXA .3532871 1-1/2” x 1-1/2” x 1/2”

S3311211234PPTEE-PEXA .3532872 1-1/2” x 1-1/2” x 3/4”

S331121121PPTEE-PEXA .3532873 1-1/2” x 1-1/2” x 1”

S33112PPTEE-PEXA .3532874 1-1/2” x 1-1/2” x 1-1/2”

S332212PPTEE-PEXA .3532875 2” x 2” x 1/2”

S332234PPTEE-PEXA .3532876 2” x 2” x 3/4”

S33221PPTEE-PEXA .3532877 2” x 2” x 1”

S3322112PPTEE-PEXA .3532878 2” x 2” x 1-1/2”

S332PPTEE-PEXA .3532879  2” x 2” x 2”

SPECIFICATION
Sioux Chief ASTM F1960 Grip™ brass PEX fitting system shall be used in 
hot and cold water distribution systems. Fittings are approved for use with 
ASTM F876 PEX tubing with cold-expansion rings. Please contact Sioux Chief 
representative for specific product information within the Sioux Chief ASTM 
F1960 product offering.

MATERIALS
No-Lead Brass*

INSTALLATION NOTES 
Full installation instructions can be found at www.siouxchief.com. ASTM F1960 
connections with PowerPEX® type B tubing must be made with a self-rotating, 
power expansion tool. ASTM F1960 connections made in temperatures below 
35 ºF with either Sioux Chief PowerPEX® type A or type B tubing should be 
conditioned per Sioux Chief installation instructions to allow the tube and ring 
to annularly constrict around the sealing barb of the fitting thereby achieving an 
air-tight pressure seal. Pressure test all joints before use.

DIMENSIONS per ASTM F1960
½" ¾" 1"

A: Ftg Inside diameter 0.378" min 0.595" min 0.795" min

B: Ftg Upper barb diameter 0.618" min
0.610" max

0.874" min
0.866" max

1.110" min
1.102" max

C: Ftg Lower barb diameter 0.579" min
0.571" max

0.795" min
0.787" max

1.032" min
1.024" max

D: Fitting end length 0.689" min
0.729" max

0.925" min
0.965" max

1.161" min
1.201" max

E: Ring inside diameter 0.633"
+/- 0.003

0.882"
+/- 0.004

1.134"
+/- 0.004

F: Ring wall thickness 0.123"
+/- 0.005

0.123"
+/- 0.005

0.143"
+/- 0.006

G: Ring overall height 0.630"
+/- 0.020

0.866"
+/- 0.020

1.102"
+/- 0.030

* Material is C69300 dezincification and SCC resistant, and is compliant with NSF-61 Annex G and California No Lead Plumbing Law
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6_WG SERIES

 Item Number Series

ASTM F1960 PEX BRASS FITTING SYSTEM
ITEM # SUBMITTED �����������������������������������������

JOB NAME �����������������������������������������������

LOCATION �����������������������������������������������

ENGINEER �����������������������������������������������

CONTRACTOR ��������������������������������������������

PO# ������������������������ TAG ������������������������

C
A

D

Grip™

B

E

F

G

 632WG_ = Brass MIP Elbow Adapters
 640WG_ = Brass Plugs
 641WG_ = Brass Tees
 642WG_ = Brass Elbows
 643WG_ = Brass MSWT Adapters

 644WG_ = Brass FSWT Adapters
 645WG_ = Brass Couplings
 646WG_ = Brass MIP Adapters
 647WG_ = Brass FIP Adapters
 672WG_ = Brass Multi-port Tees

 ¨ S3313434PPTEE-PEXA

 ¨ S331112PPTEE-PEXA

 ¨ S3312PPTEE-PEXA

 ¨ S33121234PPTEE-PEXA

 ¨ S33341212PPTEE-PEXA

 ¨ S33341234PPTEE-PEXA

 ¨ S33343412PPTEE-PEXA

 ¨ S3334PPTEE-PEXA

 ¨ S331134PPTEE-PEXA

 ¨ S331PPTEE-PEXA

 ¨  S3311411412PPTEE-PEXA

 ¨  S3311411434PPTEE-PEXA

 ¨  S331141141PPTEE-PEXA

 ¨  S33114PPTEE-PEXA

 ¨  S3311211212PPTEE-PEXA

 ¨  S3311211234PPTEE-PEXA

 ¨  S331121121PPTEE-PEXA

 ¨  S33112PPTEE-PEXA

 ¨  S332212PPTEE-PEXA

 ¨  S332234PPTEE-PEXA

 ¨  S33221PPTEE-PEXA

 ¨  S3322112PPTEE-PEXA

 ¨  S332PPTEE-PEXA

FEATURES
 - PPSU

 - Manufactured to ASTM Standard F1960

OPERATING SPECIFICATIONS
 - Can be used with PEX tubing manufactured 

to ASTM Standard F876

 - Max pressure/temperature: 100 PSI at 180°F

INSTALLATION GUIDE
PPSU fittings should never be exposed to pipe dopes, glues or sealing adhesives, 

lubricants, or any other solvent. PPSU fittings should be stored and installed away 

from direct sunlight and other UV exposure. Complete installation instructions for 

PEX plumbing systems can be found at stream33.com.

RECOMMENDED ACCESSORIES

Model ID Description

S3312ER-PEXA .3517626 1/2” Expansion Ring

S3334ER-PEXA .3517627 3/4” Expansion Ring

S331ER-PEXA .3517628 1” Expansion Ring

APPROVALS
 - NSF 14

 - UPC

 - Lead-free
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