
A2 COMPOSITE Rough-In Tub Valve 
PEX-B Connection

stream33.com 5/23Due to continuing product improvements, specifications may change without notice.

FEATURES
 - Pressure balanced

 - Stops included: 1/2” MIP or 1/2” copper

 - Forged brass body

 - Less cartridge

 - Air test cap included

 - Adjustable temperature limit stop to control maximum hot water

 - Without finished sleeve

 - Connection size: 1/2”

 - Connection type: PEX-B crimp

 - Meets or exceeds the following: 

- - ASME A112.18.1-2018/CSA B125.1-18 

- - ASSE 1016 

- - cUPC

WARRANTY
Lifetime warranty.  Visit stream33.com for details.

Model ID

S33RITVPBPEXB-WS .3490459

Available Finishes
S33RITVPBPEXB-WS 3490459

Rough-In Tub Valve

Model S33RITVPBPEXB-WS 
  

Description

Features

Rough-In Tub Valve

Codes/Standards
Meets or Exceeds the Following:

stream33.com

• Pressure Balance Valve With Stops
• Solid Brass Body
• Less Cartridge 
• With Air Test Cap
• Inlet Ports: 1/2" Crimp PEX
• Outlet Ports Type: 1/2" IPS/Sweat

MODEL # PRODUCT ID

Warranty
Lifetime Warranty. Visit stream33.com for details.  
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